


e STANDARD & OPTIONAL ACC

LINEAR MOTION GUIDE

High precision 495mm
width linear motion guide

HEAT EXCHANGER FOR
CONTROL CABINET

To maintain a constant temp-erature
inside the control cabinet, the
machine is equipped with a heat
exchanger. It provides effective
protection for the controller and
electronic components. The high
performance heat axchanger
features high efficiency heat
exchage and power saving
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DIRECTLY COUPLED
SERVOMOTORS

RIES

COOLANT FLUSHING
DEVICE (OPTIONAL)

The three axes ball screws
are directly coupled to
servomotors through
backlash-free couplings.
This ensure dependable
positioning accuracy.

SPINDLE OIL COOLER

Three coolant nozzles are
provided on both sides of the
table featuring high pressure
flushing to remove chips from
the table

CLEAR ILLUMINATION

It prevents spindle thermal
deformation due to oil
temperature variation while
ensuring high machining
accuracy, especially at high
spindle speeds.

The working area is equipped
with one fluorescent light
combined with a halogen
work light.

This provides clear lighting
for the entire working area.
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Belt Drive Spindle
Spindle Speeds:

8,000 RPM, 10,000 RPM,
12,000 RPM

Direct Drive Spindle
Spindle Speeds:

10,000 RPM ,12,000 RPM ,
15,000 RPM

CREW TYPE CHIP CONVEYOR

‘ LINK CHAIN TYPE CHIP CONVEYOR
\

4th AXIS ROTARY TABLE

Rotary table dia. 200 or 250mm for JMV-1100/JMV-1300
Rotary table dia. 320 or 400mm for JMV-1680

BELT TYPE OIL SKIMMER

Oil-friendly belt design can remove floating oil
completely from cutting coolant
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